Hay

Survey No. 11562
Munchee de Sade
Beginning at Co. No. 1.
On line 26-27 fur. No. 332 Idaho
Springs town.
A granite stone 24 x 10 x 5 ins. set 12 ins. in
the ground with mound 9 stone
Chiseled 3-11562 hence
the N. W. Cor. Sec. 2 T. H. S. R. 73 W. of the
6th Principal Meridian bears
156' 38" W. 3981.5 ft.

ارر

9.15 Dry gulch 5 ft. wide course 186,5.
9.95 Cor. No. 2
On line 1-2 Idaho, town of this survey.
A granite stone 24 x 10 x 5 ins. set 12 ins.
in the ground with mound 9 stone
Chiseled 3-11562 hence
Hence 7 2° 18' 5 ft.

9.95 Dry gulch course 320° E.
214.96 Intersection line 3-4 Idaho, town of this survey.
568.64 Cor. No. 3
A granite stone 24 x 10 x 5 ins. set 12 ins. in
the ground with mound 9
Stone chiseled 3-11562 hence
A point 14 ins. dia. Blazed and perished
85 ft. 3-11562 bears 17° 16' 11" W. 12 ft.

Hence 308° 12' 5 ft.
214.96 Cor. No. 4
A Cross (x) at corner point and
4-11562 Chiseled in rock in place
7 ft. 2 ft. above the ground surface
Where a point 14 ins. dia. Blazed and
Perished 85 ft. 4-11562 bears 276° 5' 11.2 ft.

Hence 514° 57' 5 ft.
165.75 Intersect line 3-4 Idaho, town of this survey
260.7 Intersect line 1-2 Idaho, town of this survey.
475.62 To Cor. No. 5
A granite stone 24" x 10" x 12" ins. set 12 ins. in the ground with ground of stone
Chained 5-11-52 with Degree A 10½' P.
and C R 5=11-52 Chained on rock.
in place near 186°42'5.21'4" S.

Hence 32°18' W.

75 Road of Br. From Cor. East and West.
225 Dry gully course of 20°.
397.2 Intercut thru 1-2 From No. 1185 Quartermas-ter line, 397°10'30" S. 31'38" E. from Cor. No. 1.

1187.12 Cor. No. 28 Line No. 532 Idaho Springs

Witness Cor. 1-2 thru Cor. No. 1.

997 Witness Cor. 6 thru Cor. No. 6.

A granite stone 24" x 10" x 12" ins. set 12 ins. in the ground with ground of stone
Chained W C 6-11-52.

10.10.3 To Cor. No. 6.
Identified with Cor. No. 27 Line No. 532
Idaho Springs to town.
On edge of steep embankment impossible
to get established of permanen

150.00 To Cor. No. 1 place of beginning.

Good year Sode.

Beginning at Cor. No. 1.
On Line 26-27 Line No. 532 Idaho Springs

Begat from de line of true survey, hence
the N.W. Cor. Dec 2 T, 4 S, R 73 W.
S. 6" Principal American bear
W 1926, 38. 39 R 81: 87:
N. E. Cor. 1 location bear 32° 18' W. 10° 27'

Then N. 2° 18' E.
925
On S 6" cur. come 5 8. 6.
925.44
To N. 2 Sumpside bear of this survey.
10.65
Road 6 1/2 cur. come 110° 8 and 734 5' W
1160. 36
Inte. take 4 5 Sumpside bear of this survey.
1468. 66
To Cor. No. 2
Identical with N. 8 Cor. 1 location
A granite stone 2 4 x 12 x 6 in. set 12
in the ground with mound of
stone checked 2 T 115 62 when
a spire 14 in. dia. leaved and
cented S 2° 2 115 62 bear
W 17° 40' 6 42

Then N. 67° W.
160. 05
To Cor. No. 3
Identical with N. W. Cor. 1 location
A granite stone 2 4 x 14 x 6 in. set 12
in the ground with mound of
stone checked 3 T 115 62 when
a spire 16 in. dia. leaved and
cented N 2 115 62 bear S 17° 40' W. 41. 56

Then S. 2° 18' W.
223. 97
Inte. take 4 5 Sumpside bear of this survey.
380
On cur. come 2 30° 8.
438. 33
Inte. take 2 3 Sumpside bear of this survey.
1500
To Cor. No. 4
Identical with W. Cor. 2 location
On cur. 26 26 in. No. 3 R 2 Leda
Dempsey tumtec.
A granite stone 2 4 x 10 x 5 in. set 12
in the ground with mound of stone
checked 4 H 115 62

Then S. 67° W.
Fees

104.52
To Cor. No. 5.

Identified with Cor. No. 26 Sec. No. 8.

Identified with Cor. No. 26 Sec. No. 3.

Identified with Cor. No. 26 Sec. No. 2.

A granite stone 24 ft. 10 in. wide and 12

in. in the ground with wound of

gauge of 1.4" E.

Area of 8.60 acres located near 167°E. 155. 24.

Square 186° 12' E.

Variation at all its corners 13° 45' E.

As near as can be determined from

present development the general

course of the Springside vein from

center of breccia discovery cut 12,

32° 15' W. 290.7 f. and 7.2° 14' E. 687.0 f.

Towe 11.41° 57' W. 522.19 f. and 5

the footyear vein from center of breccia

discovery cut 12. 32°15' W. 510 f.

and 7.2°14' E. 962.4 f.

Area

Total Area Springside Tode 5.16 Acres.

Less area in conflict with

Sec. No. 1167 Springside Tode 0.19 Acres.

Footyear Tode of this mining 7.44 Acres 7.54 Acres.

Less Area Springside Tode 4.41 Acres.

Total and Net Area Springside Tode 5.157.

Net Area of Claim.

The survey of the Springside Tode
is identical with the amended

location.

Location

This claim is located in quarter

deg. S. 38° 47' W. of the 6°

Principal Meridian.
Expenditure of Five Hundred Dollars, identifying that the value of the labor and improvements made by this claim placed therein by the claimants and its grantors is not less than five hundred dollars, and that said improvements consist of:

The discovery cut of the Bucknidge locale the Centre W. breas. 1. Which is in the Centre line 290 ft. from Centre of line 6 ft. 4½ ins. from face. Course West 10 ft. in earth and rock.

Value $50

This discovery cut of the Bucknidge locale the Centre 2 ft. breas. 1. Which is in the Centre line 982 ft. from Centre of line 2½ ft. 4½ ins. from face. Course West 10 ft. in earth and rock.

Value $50

A shaft which bears from Cor. No. 2 Bucknidge locale W. 17° 30′ 06. 95 ft. 5½ ft. 1½ ins. from rock. Value $100

A shaft from compressor building the 5th. Cor. 1. Which bears from Cor. No. 2.

Bearline Card 15° 10′ 00. 00° 39′ 37. 47 ft.

30 x 20 ft. Course of long sides N 72° E.

Value $200

A shaft which bears from Cor. No. 2 Bucknidge locale W. 10° 10′ 00. 402 ft. 18 x 12 ft.

Course of long sides N 18° W.

Value $200

The face 50 ft. of the Miller tunnel the length of which bears from Cor. No. 2 Bucknidge locale N 16° 30′ 07. 170 ft. 4½ ins. from rock. N 26° W 400 ft. in rock.

Value of face 50 ft. $500

Bead tunnel is in course of construction for the development of the claim.

And is of direct benefit to each of.